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TR-ARM-09A TR-ARM-09A Fully Automatic Double Head Copper Tape Machine - Product DatasheetSpecifications

Power AC220V/50HZ,

Feature Stable Performance

Warranty 1year

Contact Lily 0086-13715588365

Price FOB - confirmed at quotation

Lead time Confirmed at quotation
Key Features

- The equipment is stable and reliable continuous production, the shape is generousand beautiful, easy to operate and debug;

- The quality of finished products can meet the sample requirements;

- Equipment production beat: single wire end riveted wire terminals, wire length60-300mm for example; product production cycle of

- 5S/PCS, capacity700-800PCS/H4. All parts are blackened, chrome plated and anodised. The frame and sheet metalare made of cold rolled plate and stainless steel 304, and the mechanical parts areequipped with safety guards;

- Adopting human-machine interface and CNC controller, with wire, casing and ther.mal device lack of material, rewinding and other abnormal stopping alarm function.
Commercial & Delivery

Certification CE-certified machinery, ISO9001 factory

Quality 100% run-in tested before shipment; test video on request

Warranty 12 months standard; spare parts support

Payment T/T 30% deposit, 70% before shipment

Packing Export-grade wooden case / carton, QC photos before packing

Shipping Sea, air or express - tracking provided

Note: specifications are indicative and confirmed with your order. Custom configurations available.
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