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TR-BD030L TR-BD030L Multi-core Wire Stripping And Terminal Crimping Machine - Product DatasheetSpecifications

Power AC220V/50HZ,

Application wire stripping and terminal crimping machine

Feature Stable Performance

Warranty 1year

Control Servo and Step motor

Contact Coco 0086-18666170785

Price FOB - confirmed at quotation

Lead time Confirmed at quotation
Key Features

- TR-BD030L multi-core wire stripping and terminal crimping machine

- 1. Stripping and playing terminal can be completed in one time, convenient andquick. Adopting frequency conversion control to achieve soft start, soft stop, nomechanicalloss.

- 2.The cassette mould and stripping parts are independent of each other, thecassette mould is easy to replace, the stripping depth is adjustable, and the production adaptability is strong.

- 3. independent peeling, riveting and pressing terminal operation, automatic andmanual operation, and can be adjusted according to the specifications of the wireand terminal to each action time.

- 4. The whole machine adopts PLC programme control, man-machine interface7-inch touch screen,pneumatic and air valve, durable.

- 5.Proprietary dander recovery device, clean operation.
Commercial & Delivery

Certification CE-certified machinery, ISO9001 factory

Quality 100% run-in tested before shipment; test video on request

Warranty 12 months standard; spare parts support

Payment T/T 30% deposit, 70% before shipment

Packing Export-grade wooden case / carton, QC photos before packing

Shipping Sea, air or express - tracking provided

Note: specifications are indicative and confirmed with your order. Custom configurations available.
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